

Speedex Tractor Serial Numbers

S-14

	Early 1959
	Spring 1959
	June to Dec      …..1959
	
	

	10A to 133A
	134A to 226A
	227A to327A
	
	

	
	
	
	
	317 “A” Total 


Around Frame Number #296A, ¾ “ stock was used in the Transmission.
Note: Is some cases the frame # carried over to the next year.

1960
	Jan 4, 1960
	
	
	
	

	328B to 689B
	
	
	
	

	
	
	
	
	361 “B” Total


1961
	Jan to Feb 23
…..1961
	
	
	
	

	690BB
	691BB
	692BB
	693BB
	694BB

	695BB
	696BB
	697BB
	698BB
	699BB

	
	
	
	
	10 “BB” Total

	700A
	701A
	702A
	703A
	704A

	705A
	706A
	707A
	708A
	709A

	710A
	711A
	Frame Letter Change
	712C to 734C
	12  “A” Total

	
	
	
	
	

	2/24 to 5/23

735C to 927C
	5/24 to 7/30

928C to 995C
	7/31 to 8/13

….996C
	8/14 to 9/6

997C to 1010
	9/7 to 9/19
1011C to 1016C



	9/20 to 9/22

1017C to 1028C
	9/22 to 10/11

1029C to 1031C


	10/11 to 10/30

…..1032C
	10/31 to 11/1

1033C to 1035C
	11/2 to 11/6

1036C to 1052C



	11/6 to 11/30

1053C to 1057C
	Frame Letter Change

On Dec 1, 1961
	12/1 to 12/20
10D to 12D
	12/20 to 12/25
13D to 26D
	12/26 to 1-28-62
27D to 30D

	
	
	
	
	365 “C” Total


1962

	Jan 29
31D to 45D
	Feb 13

46D to 50D
	Feb 16

51D to 59D
	Mar 8

60D to74D
	Mar 13

75D to 90D



	Mar 20

91D to 117D
	Apr 4

118D to 146D
	Apr 12

147D to 162D
	Apr 19

163D to 171D
	Apr 20

172D to 179D

176 stats new  
rear end



	Apr 24
180D to 184D


	Apr 27
185D to 194D
	May 1
195D to 202D
	May 3
203D to 218D
	May 8
219D to 240D



	May 12

241D to 254D
	May 17

255D to 263D
	May 18

264D to 274D
	May 21

275D to 285D
	May 24

286D to 299D


	May 26

300D to 308D
	May 28

309D to 323D
	May 31

324D to 349D
	June 6

350D to 410D
	June 27

411D & 412D



	July 12

413D to 417D
	July 13

418D to 433D
	July 17

434D to 436D
	July 31

437D to 441D
	8/1 to 11/4

442D to 477D

were stamped on S-23

Factory Error 1962



	S-14 was then stamped with S-23 numbers as a result of this error.
#186C to #199C
	Nov 5 Re-started

478D to 487D
	Nov 27

488D to 497D

	12/10 to 1-9-1963

498D to 567D


	

	23 “C” Total
	
	
	
	421 “D” Total


1963

	1-10-1963

568E to 588E
	Feb 1
589E to 604E
	Feb12
605E to 628E
	Feb 28
629E to 677E
	Apr 1
678E to 691E



	Apr 4
692E to 814E
	May 1
815E to 902E
	May 28
903E to1084E
	NOV 1, 1963
10F to23F
	Nov 11
24F to 222F

	
	
	
	
	516 “E” Total


#107F Returned to old Steering
1964

	Feb 28 1964

223F to 295F
	April 1
296F to 430F
	May 25
431F to 469F
	June 11
470F to 474F
	June 15
475F to496F

	June 19
497F to 512F
	June 24
513F to 516F
	July 6
517F to 519F
	July 8
520F to 522F
	July 9
523F to 531F



	July 20

532F to 560 F
	Sept 1

561F to 573F
	Sept 22

574F to 586F
	Sept 28

587F to 595F
	Sept 29

596F to 611F



	Oct 1

612F to 615F
	Oct 2

616F to 623F
	Oct 3
624F to 633F


	Nov 9
634F to 639F
	Nov 17
640F to 675F

	Dec 31, 1964

676F & 677F
	
	
	
	684 “F” Total


1965

	Jan 13, 1965

678F to 680F
	Jan 14

681F to 684F
End of “F” Series
	Jan 14
685G to 688G

“G” Series Begins
	Jan 15
689G to 695G
	Jan 18
696G to 717G

	1/22 to 1/26
718G to 738G
	1/27 to 2/14
739G to 747G


	2/15 to 2/21
748G to 788G
	2/22 to 3/23
789G to 894G
	3/24 to 4/5
895G to 922G

	4/6 to 4/19

923G to 942G
	4/20 to 4/28

943G to 967G
	4/29 to 5/11

968G to 974G
	5/12

975G to 981G
	5/13

982G to 984G

	5/14 to 5/17
985G to 1000G


	5/18
1001G to 1007G
	5/20
1008G to 1017G

1965 Continued
	5/24
1018G to 1025G
	5/25
1026G to 1032G




1965 Continued

	5/26

1033G to 1040G
	5/27
1041G to 1049G
	5/28
1050G to 1059G


	5/29
1060G to 1061G
	6/1
1062G to 1072G

	6/2
1073G to 1081G
	6/3
1082G to1084G
	6/4
1085G 
	6/5
1086G to 1094G
	6/7
1095G & 1096G



	6/8

1097G to 1106G
	6/9

1107G to 1111G
	6/10

1112G to1118G


	6/14

1119G to 1124G
	6/15

1125G



	6/16

1126G to 1131G
	6/23

1132G to 1137G
	6/24
1138G to 1145G
	6/25
1146G to 1150G
	7/2
1151G to 1159G



	7/7
1160G to 1165G
	7/8
1166G to 1170G
	7/20
1171G to 1173G
	8/8
1174G to 1179G
	8/20
1180G to 1187G



	9/16
1188G to 1191G


	9/17
1192G to 1202G
	9/28
1203G & 1204G
	9/29
1205G to 1214G
	9/30
1215G to1221G

	10/1

1222G to 1231G
	10/4
1232G to 1242G
	10/13
1243G 
	10/25
1244G to 1247G
	10/26
1248G to 1235G

	10/27

1256G to 1264G


	10/28/1965

1265G to 1268G

“G” Series ends
	11/3/1965

10H to 14H

“H” Series Begins
	Dec 10 to 31st   
15H to 41H
	583 “G” Total


1966

	Jan 1 to Feb 20

42h to 67H
	2/21
68H to 74H
	2/22
75H to 83H


	2/23
84H to 89H
	2/24
90H to 100H



	2/25
101H to 112H
	3/2
113H to115H
	3/3
116H to119H
	3/7
120H
	3/8
121H to 124H



	8/11

125H to 128H


	3/14

129H to 132H
	3/15

133H 
	3/16

134H to 136H
	4/4

137H to 141H

	4/20

142H to 146H
	4/21

147H to 150H
	4/22

151H to 154H
	4/25

155H to158H
	4/26

159H to 161H

	4/27

162H to 165H


	5/7

166H to 169H
	5/8

170H to 174H
	5/9

175H to 178H
	5/10

179H to 183H

	5/11

184H to 188H


	5/12

189H to 192H
	5/18

193H to 196H
	5/19

197H to 199H
	5/23

200H to 202H

	5/24

203H to 206H


	5/25

207H to 217H
	5/26

218H & 219H
	5/31

220H to 223H
	6/1

224H to 227H


1966 Continued

	6/2

228H to 231H
	6/7

232H & 233H
	6/9

234H to 241H
	6/10

242H to 246H
	6/13

247H to 250H

	6/14

251H to 255H
	6/15

256H to 259H
	6/20

260H to 267H
	6/21

268H to 272H
	6/22

273H to 276H

	6/23

277H to 281H
	6/30

282H & 283H
	7/1

284H to 288H
	7/5

289H to 293H
	7/11

294H to 296H

	8/11

297H to 300H
	8/12

301H
	9/15

302H to 308H
	9/19

309H to 318H
	9/21

319H to 325H

	9/22

326H to 335H
	10/31

336H to 340H
	11/1
341H to 348H
	11/3
349H to 356H

353,354,355 Skipped
	11/4
357H to 361H

	11/7

362H to 366H
	12/9

367H to 370H
	12/20 to 12/31
371H to 387
	“H” Series Ends
	374 “H” Total


1967
	1/16

388J to 392J
	1/17

393J to 396J
	1/18

397J to401J
	1/19

402J to 406J
	1/20

407J to 411J

	1/23

412J to 416J
	1/24

417J to 421J
	2/6

422J
	2/7

4232J to 432J
	2/8

433J to 440J

	2/9

401J to 459J
	2/18

460J to 469J
	2/25

470J to 480J
	3/2

481J to 485J
	3/3

486J to 490J

	3/6

491J to 494J
	3/7

495J to 499J
	3/8

500J to 503J
	3/9

504J
	3/24

505J to 507J

	3/27

508J to 512J
	3/28

513J to 519J
	3/29

520J to 524J
	3/30

525J to 529J
	3/31

530J to 534J

	4/11

535J to 540J
	4/13

541J to 545J
	4/14

546J to 548J
	4/15

549J to 556J
	4/27
557J to 559J

	4/28
560J to 564J
	5/1
565J to 568J
	5/2
567J to 573J
	5/3
574J to 578J
	5/4
579J to 583J

	5/5

584J to 587J
	5/8

588J to 591J
	5/17

592J to 597J
	5/18

598J to 599J
	


Factory Error was made on 5/18/1967. Frame stamped serial numbers jumped back to #560J to #599J again. Out of 78 S-14 tractors, 2 of each have the same serial number.

	5/18

560J to 564J
	5/19

565J to 572J
	5/24

573J to 577J
	5/25

578J to 584J
	5/26

585J to 591J

	5/27

592J to 597J
	6/2

598J to 599J
	# Resume6/2
600J to 603J
	6/5
604J to 609J
	6/6
610J to 613J

	6/7

614J to 618J
	6/8

619J to 624J
	6/27

*625J*
	8/24

626J to 629J


	8/28

630J to 633J


#625J was a prototype of the S-17 (41”long frame) Only one made.
1967 “J” Series Continued

	8/29

634J to 636J
	8/30

637J to 640J
	8/31

641J to 644J
	9/1

645J to 648J
	9/5

649J to 653J

	9/6

654J to 659J

“J” Series Ends
	#624 to #659

are 6”x12” Rear Tire

Specials
	
	
	310 “J” Total


1968

S-14 Special
	Jan 2, 1968

660K
	2/1

601K to 604K
	2/2

605K to 607K
	2/5

608K to 611K
	5/18

612K to 614K

	2/22

615K & 616K
	3/4

617K to 621K
	3/5 Skip in Frame#

680K to 684K
	3/6

685K to 689K
	3/26

690K to 693K

	4/15

694K to 703K
	4/16

704K to 710K
	4/17

711K to 715K
	4/26

716K to 718K
	4/27

719K to 722K

	4/29

723K to 728K
	4/30

729K
	5/7

730K & 731K
	5/8

732K to 735K
	5/9

736K to 739K

	5/10

740K to 743K
	The end of the S-14
	
	
	83 “K” Total


3,685 Total Production
1959 to 1968


